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TEXHNYECKUWE OAHHBIE MPOOYKTA

Airlite Ceiling stable white Dali-Switch_16°_4000K_White
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2012

LED
MATEPUATNbI:
Aluminium White
OMMUCAHHE: KO MPOLYKTA
Boasting elevated luminous flux, excellent colour rendering, energy
efficiency, and a light compact design, Airlite is an innovative range of LED M140821

spotlights with exceptional photometric performance and flexibility. Thanks to
an innovative heat dissipation system, air is filtered through open gaps in the
die-cast aluminium body ensuring the efficiency and long life of our LED
module. The hybrid optical system provides defined narrow beams, while

Bup cBeToBOro notoka

keeping the light fixture dimensions compact. IP 20 @
Dimmable
TEXHUYECKUE OAHHbIE
XAPAKTEPUCTUKU PA3MEPbI
HaumeHoBaHue npoaykuuu: Airlite Ceiling stable white
Dali- 200 87
Switch_16°_4000K_White
Koa: M140821
LiBeT: White
Marepuan: Aluminium
Cepuu: Architectural
MeCTO KOHTpaKTa: locTenpunmcTeo
[ocTUHUL I, N
FOCTENnpUUMCTBO 85 2139

PecTopaHbl, Po3HuyHbIe
mMarasuHbl, Mysen &

BbicTaBku
LUBET

PA3MEPbI
OnuHa: cm 20
Lnpwuna: cm 8.7
Beicora: cm 19.4
OvameTp: cm 13.9
LnpuHa 6a3bi: cm 8.7
Bec: kg 1.3
TecT packaneHHoWu 850 °
NpPOBOJIOKON:

JNIAMNbI BKNMKOYEHbI B KOMMNNEKT

Kateropus: LED

BartT: 30w

CBeToBoM NoTok (Im): 3564 Im

Tunonorus: 2

Socket:

LiBeToBas Temneparypa (K): 4000 K

Knacc: A

LUMINAIR

MPA: *Supplied with independent

power supply for LED,
dimmable Dali-SwitchDim.
Voltage: 220-240V. ClasslI.

SELV. IP20.
Watt: 35W
HanpsixeHue: 220-240V

AKCECCYAPbI
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Portaccessori M077820 Lente per emissione elittica Filtro soft M078800 Griglia frangiluce M078400
M078700

3 3

Paraluce asimmetrico M078500 Alette orientabili M078600 Filtro cromatico M078900 Filtro cromatico M079000

Filtro cromatico M079100






