Artemide

TEXHWNYECKUE OAHHBIE MPOOYKTA

Label Light 89 IP65 4500K

Light fixture with 5Smm LED light sources.

26mm-diameter body in UV-stabilized transparent polycarbonate.
Pre-resined PVC stoppers with o-ring.
PVC clips for fixing and adjustment(standard supply).

Electrical connection to the mains by means of transformer.

TEXHUYECKUE OAHHbIE

Wall and ceiling installation by means of special accessories (clips).

XAPAKTEPUCTUKU PA3MEPbI
HaumeHoBaHue npoaykuumu: Label Light 89 IP65 4500K o T
Kopn: NL704750T0 wsar0 %
LiBeT: Transparent white
Martepuan: Transparent LIBET
polycarbonate
Cepuu: Nord Light, Outdoor
MEeCTO KOHTpaKTa: dacaabl 3gaHui
PA3MEPbI
OnuvHa: cm 85
Lnpuna: cm 3.6
BbicoTa: cm 3.6
Bec: kg 0.3
JIAMIMbI BKNKOYEHbI B KOMMIEKT
KaTeropus: LED
BarT: 16W
Tunonorus: 1
LiBeToBas Temneparypa (K): 4500K
Knacc: A
LUMINAIR
Hanwnuue TpaHccopmartopa: Single-phase transformer
external safety
Watt: 16W
HanpsixeHue: 28 Vac
AKCECCYAPbBI
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RUSARH: BbIBPATb
Nord Light
MATEPUANDI: LED
Transparent polycarbonate

Transparent white
OMUCAHMUE:

KO NMPOOYKTA

NL704750T0
Bup cBeToBOro notoka

Pes iy 7

CLIP FISS. PARETE
COLDIOD/LABEL NL75390

TRASF.POT.-50VA 230/28V
RESINATO NL99490

TRASF.POT.250VA 230/28V
RESINATO NL87770

TRASF.POT.400VA 230/28V
RESINATO NL88690
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