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OU3AH:

Carlotta de Bevilacqua
2010

MATEPWANbI:
Aluminium,opal non-slip tempered glass.

OMUCAHMUE:
Light fixture with high-performance LED light sources.

Walk-over and drive-over recessed floor installation.
— Composed by body in extruded aluminium, protection glass; provided with
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junction box for input/output connection.Floor recessing box in steel.

Body in extruded EN AW6060 T5 aluminum.

8mm-thick opal non-slip tempered glass.

Glass surface temperature lower than 35°.

Recessing box for laying in AISI 304 steel,with end caps and accessories for
series connection (to be ordered separately).

Body fastened to the recessing box by means of proper pre-stressed steel
springs supplied with the fixture.

Technical features of light fixtures in compliance with EN60598-1.
Installation must be carried out by specialized personnel. Carefully follow the
instructions.

Electrical connection to the ballast by means of 100cm-long two-pole cable
HO5RN-F,with IP67 quick-release terminal block which is supplied with the
fixture and can be housed in the recessing box.

Connect a maximum number of 16 fixtures in a continuous line.
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LINEALED STAFFA
GIUNZIONE C/CASSA NL75810
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ALIMENT. 150W 24Vdc IP67
NL62880

N

&6,5 x 62,5 x1,5mm
testata cassaforma

LINEALED TESTATA
CASSA(COPPIA) NL74890
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LINEALED C/CASSA 62CM
NL76670
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ALIMENT. 40W 24Vdc IP67
NL62040
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CONNETTORE
ALIMENTAZIONE + TAPPO
NL19052
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ALIMENT. 70W 24Vdc IP67
NL89080



