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LED
MATEPWANbI:
Aluminium,transparent tempered glass. Aluminlum
OMMUCAHME: KOf1 MPOMYKTA
Light fixture with high-performance LED light sources.
Walk-over and drive-over recessed floor installation. NL1733110W0

Monochromatic light.

Composed by body in extruded aluminium,protection glass.
Adjustment brackets in die-cast aluminium.

Electrical connection to the ballast by means of 100cm-long two-pole cable N

Bup cBeToBOro notoka

HO5RN-F,with IP67 quick-release terminal board supplied
with the fixture.

Polycarbonate end caps with silicone gasket.8mm-thick non-slip transparent 65/67 @ W
tempered glass.
24Vdc remote ballast. Dimmable

Technical features of light fixtures in compliance
with EN60598-1.

Installation must be carried out by specialized

personnel. Carefully follow the instructions.

Spot optic Concentrated luminous flow to highlight details avoiding
unwanted light dispersion.(10° optic)

TEXHUYECKUE OAHHbIE

XAPAKTEPUCTUKU PA3MEPbI
HaunmeHoBaHue npoaykuum: LineaLed WW Adj 12LED -
10° 4000K
Kopn: NL1733110W0
LBerT: Aluminium
Marepuan: Aluminium,transparent
tempered glass. 6060006060066 060 | .
Cepuu: Nord Light, Outdoor
MeCTO KOHTpaKTa: dacapbl 30aHnm 300/500/780/978 «
PA3MEPbI
OnuHa: cm 50
LWnpwmHa: cm 4.2
BbicoTa: cm 6.2
LUBET
JNTAMMbI BKNKOYEHbI B KOMMNEKT
Kateropus: LED
- BarT: 16,8W
CBeToBOM NOTOK (Im): 960Im
KonunyectBo: 1x12
Tunonorus: 1
LiBeToBas Temneparypa (K): 4000K
Knacc: A
HanpsxeHwue: 24Vdc
LUMINAIR
MPA: Remote
electronic
Watt: 16,8 W
Hanpsxenue: 24Vdc
——
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ALIMENT. 40W 24Vdc IP67
NL62040
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ALIMENT. 70W 24Vdc IP67
NL89080
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\Available

ALIMENT. 150W 24Vdc IP67
NL62880



