Artemide

TEXHWNYECKUE OAHHBIE MPOOYKTA

Nota Bene Ceiling 2400 WallWasher - T16 2x28-54W Dimmable - Grey

RUSAH: BbIEPATb
Artemide
=" MATEPMAIbI: FLUO
— Painted Steel
- Grey
OMUCAHMVE:

TEXHUYECKUE OAHHbIE

Single ceiling lights using 1x54W or 2x54W T16 fluorescent light source.
Two lighting options: dark light and wall washer. Steel body with a white or
grey paint finish. Electronic control gear, with or without dimming (Dali-
Switchdim). Lamps can be maintained without removing the luminaire.
Complies with standard EN60598-1 and other specific standards. Nota Bene
ceiling dark light Super pure aluminum dark light optics. Dark light emission
is in compliance with EN12464-1 standard, with average luminance levels

KO NMPOOYKTA

M109391

Bup cBeToBOro notoka

lower than the1000 cd/m? limit for an observation angle of 65° or above with \_ii‘;\_
respect to the vertical axis. Light output ratio 71%. Emergency lighting as an )
optional extra. Nota Bene ceiling wall washer Asymmetric aluminum 1P20 @ W
reflector.

Dimmable

XAPAKTEPUCTUKU PA3MEPBI
HaumeHoBaHue npoaykuun: Nota Bene Ceiling 2400
WallWasher - T16 2x28-
54W Dimmable - Grey
Kona: M109391
LgeT: Grey
Matepuan: Painted Steel L fJrro =t
Cepuu: Architectural e —
Okpyxatowas cpepa: BHyTpeHHee
MeCTO KOHTpaKTa:
ONTUKA
Bua cBeToBOro nortoka: Direct
PA3MEPbI LUBET
OnuHa: cm 248
LWupuHa: cm 16 ‘
BbicoTa: cm 5.4
Bec: kg 8.1
TecT packaneHHou 850 °
NpPOBOJIOKON:

JNAMNbI HE BKNIOYEHbI B KOMMNEKT

. Kareropus: FLUO
KonuuecTBo: 2
Lbs: T16(G5)
BarT: 54W
Llokonb: G5
Tun: FDH-54
CBeToBOM NOTOK (Im): 4450Ilm
LiBeTonepenaya: 85
LiBeToBas Temnepartypa (K): 3000K
MpopomxutensHocThb (h): 20000h

AKCECCYAPbI

LUMINAIR

MPA: Electronic Dimmable DALI
Integrated

Watt: 2x28/54W

HanpsixeHue: 220V-240V
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INTERACTIVE-DALI kit @86mm,
white, recessed. Can be
connected to a max. 11 DALI
dimmable units. Is operated
through INTERACTIVE-DALI
remote control or external push
button. M074030

INTERACTIVE-DALI remote
control. M104900



