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MATEPWATNbI:
OMUCAHMUE:
Light fixture with high-performance LED light sources. Ceiling installation. KOO MPOOYKTA
Low recessed depth.Consist of body, frame, black silkscreened tempered
glass, fixing springs. Body in EN AB44100 aluminium, silicone gaskets. NL17092K0

Frame in aluminium. Black silkscreened tempered glass, 8mm-thick. Fixing
springs in harmonic iron.Power connection to the mains by means of a
HO5RN-r cable and IP68 electrical terminal board, supplied with the fixture
(IP65). Glass surface temperature lower than 40°C. Fixed optics. PMMA
lenses in 2 different versions of beams.White monochromatic LEDs 40 ‘
available in 2 colour temperatures:Warm = 3000KNeutral = 4000KPainted

die-cast aluminium with 3-stage outdoor treatment: nanotechnologies,

antioxydant primer, polyester paint. Technical features of light fixtures in

compliance with EN60598-1 and part 2-13. IP Rating IP65 e IP40. Insulation

class lll.Installation must be carried out by specialised personnel. Carefully

follow the instructions

Bup cBeToBOro notoka

TEXHUYECKUE OAHHbIE

XAPAKTEPUCTUKU PA3MEPBI
HaumeHoBaHue npoaykumm: Zeno Up 4 Frosted - 3000K
- Round
Kon: NL17092K0
Cepuu: Architectural
PA3MEPbI
OvameTp: cm 11 52
HOvameTp oTBEpCTUA: cm 10.3 | D |
ny6uHa BCTpoiiku: cm 5.2 = =
i N
JNIAMNbI BKNOYEHBI B KOMMJEKT 2110
Kateropus: LED
BarT: 8,5W
CBeToBoM noTok (Im): 773Im
Tunonorus: 1
LiBeToBas Temneparypa (K): 3000K
Knacc: A
LUMINAIR
Watt: 8,5W
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ALIMENT. 20W 700maA (indip.)
NL19036
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